9.89m

6.53m

1.83m

Senderborg Teater - Scene og traekplan

26.98 m

N\
Traek 27 - 80 kg.

Traek 26 - 80 kg.
Traek 25 - 350 kg. (motor)
Treek 24 - 80 kg.
Treek 23 - 350 kg. (motor)
Treek 22 - 80 kg.
Treek 21 - 350 kg. (motor)

Traek 20 - 80 kg

Traek 19 - 350 kg. (motor)
Traek 18 - 80 kg.
Treek 17 - 350 kg. (motor)
Traek 16 - 80 kg.

Treek 15 - 350 kg. (motor)
Treek 14 - 80 kg.

Traek 13 - 350 kg. (motor)
Treek 12 - 80 kg.

Traek 11 - 350 kg. (motor)
Traek 10 - 80 kg.

Traek 9 - 350 kg. (motor)

ek Traek 8 - 80 kg.

o

83 Traek 7 - 350 kg. (motor)

E < Traek 6 - 80 kg.

gOQu Treek 5 - 200 kg. (motor)

T Eom Y Traek 4 - 80 kg.

9.89m

0.00 m

.17 m
9.40m

8.88 m

Traek 3 - 350 kg. (motor)

Treek 2 - 80 kg.

Traek 1- M (fonaappe)’/

Kabel luge
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Traek 2 sal - 500 kg.

236m——*

Traek 1 sal - 500 kg. Teknik - Forstarkere

Teknik - Lysdaempere

Power udtag:
1x CEE 125A

1 x CEE 63A

1x CEE 16A

Afstand til scene 5-10m

®

Power udtag:

1 x CEE 125A

2 x CEE 63A

1 x CEE 16A

Afstand til scene 5-10m

8.2m

3.42m 3.79m 7.28m

27.48 m

5m

19.16m




